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WizePanel Dispatcher G3

Features

« 100 BASE-TX Ethernet connection

- Ultra low power radio module with
868 MHz ISM band

« Integrated or external antenna

Absolute Maximum Ratings
Power supply: max. 264 VAC
Frequency of the power supply: 47 Hz ... 440 Hz

« Horizontal and vertikal usage Radiomodul
«  Power supply 100 VAC - 240 VAC Frequency: 863 MHz...868 MHz
or POE (Power over Ethernet) ISM band
« Power adapter: 12 VDC at low voltage input Reach: up to 400 m on free range.
 Status LEDs: 1x Data Ethernet (green) Within buildings according to
1x Radio in (yellow) circumstances correspondingly
1x Radio out (Blue) less
+ 3 Buttons: 1x Configuration Dimensions
1x Software-Reset Dimensions: ca.206 x 177 x 55 mm
1x Hardware-Reset Weight: ca. 540g
Casting
« Casing protection class: IP40/DIN 6N 60529
- Fire protection classification: UL 94 HB 1,6
« Casing color: light grey (RAL 7035)
- Casing material: ABS
Technical Parameter
«  Power consumption: 2 W
- |P-Address: DHCP,
Standard IP: 192.168.1.209
- Ethernet - Specification: 100 BASE-TX
Wilke Technology GmbH - Heider-Hof-Weg 23D - 52080 Aachen - Germany - +49.2405.408 55-0 - info@wizepanel.de - www.wizepanel.de 2von4

Last update: Feb. 2019 - Subject to errors and change



N
WizePanel Dispatcher G3

WIZEPANEL

Dimensions of WizePanel Dispatcher G3 in mm:

177 mm 55mm
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Drilling template of the wall mount. Dimensions in mm:

please printin 1:1 (do not scale!)
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